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Schematic (1/10/2011)

Qpenings Top'Btm/ TypelStatus
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Prod Csg
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7,315.0
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TMD:
7320’
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Status:
P&A
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NO USDW
PRESENT

Top of

Injection

Zone:

B-Sand 6668

B5,125.0ft, 6,135.0f,
SCQUEELED

6,215.0f, 6,315.0ft,
SQUEEZED

6,335.0f, 6,355.0ft,
SQUEEZED

6,377 .0f, 6,424 0ft,
SQUEEZED

65,464 0f, 6 530.0ft,
SUUEEZED
65,246 .0ft, 6,556.0f,
SQJEELED
65,5090.0ft, 6,637 .0f,
SCQUIEELED

65,650.0ft, 6, 730.0f,
SCQUEELED

6,807.0ft, 56,824.0ft,
65,847 0ft, 5,876.0ft,
(3,888, 0ft, §,908.0ft,
65,922 0ft, 7,147.0ft,
TG7.0f, 7,227 0ft,
7180.0ft, 7, 226.0ft,
7,262 .0ft, 7, 243.0ft,
7,278.0ft, 7, 243.0f,

PERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
PERFORATED,

FPERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,
FERFORATED,

OFEN
OFEM
OFEM
OFEM
OFEM
OFEM
OFEM
OFEM

Componert Top D ft)

FILL

7,279.0

Componert Top D ft)

BRF
CEMENT

7,288.0
7,300.0

Component Top M D (ft)

CEMEMNT

7.315.0

Bt MD (1)

7,298.0

Bt MD (1)

7,300.0
7.315.0

Bt MD(ft)

7,320.0

term QD (in) Grade Wt (ppf)

CASING JOIMNTES) 26,000

ltem QD (in) Grade Wt (ppf)

CASING JOINTIS) 16.000 H-40 65.00

CASING JOINTIS) 10,750 J-5 45,50

5
CASING JOINT(S) 10,750 J-55  40.50
CASING JOINT(S) 10,750 J-55

45.50

lterm QD (in) Grade Wt (ppf)

CASING JOINTIS) 7.000  N-s0 26.00
CASING JOINT(Z) 7.000  MN-80 23.00
CASING JOINTIS) 7.000  N-80  26.00
FLOAT SHOE £.000 26.00

Well: 362-4G SIT/IR: 4G/315/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol: 531 cf
Hole Size: 22"

Casing Size: 16"

Top Job: No

Rtns to Sfe: No

TTOC: Sfe

Interm Csg. Cmt Vol. 805 cf

Hole Size: 15"

Casing Size: 10.75"

Top Job: No

Rtns to Sfc: No

TOC: 1410' (Thermometric Survey)

Prod. Csg. Cmt Vol. 590 cf

Hole Size: 9.75"

Casing Size: 7"

Top Job: No

Rtns to Sfc: No

TOC: 4500' (Thermometric Survey)

Liner Cmt Vol:
Hole Size:
Casing Size:
Top Job:
Rins to Sfc:
TTOC:

Top of Injection Zone:
B-Sand 6668’

Volume Behind Pipe:

1.15 & 1.18 Yield Assumed
Theoretical Calculations {TTOC)
May 2012

lterm QD (in) Grade Wt (ppf)

TopMD (ft) BtmMD (ft)

8.0 46.0

ToptAD(ft) BtmmD i)

5.0 200.0

ToptD (ft) BtmiD (ft)

8.0 67.0
670 1,917.0
1,917.0 3,184.0

ToptD (ft) BtmmD (ft)

5.0 59.0

290 2. 071.0
5,771.0 7,314.0
7,314.0 7,315.0
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